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IDEAS AND DESIGN
INCORPORATED HEREIN, AS
INSTRUMENTS OF A
PROFESSIONAL SERVICE,
ARE THE PROPERTY OF RON
OF RON GRIMES
ARCHITECTS, PC.

L
I
T
=)
z
<
T
z
i
=
)
O
o
a
()
I
T

GRIMES ARCHITECTS, PC
AND ARE NOT TO BE USED IN
WHOLE OR IN PART FOR ANY

OTHER PROJECT WITHOUT

WRITTEN AUTHORIZATION

SHEET A-3.1
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WALL TO ROOF COPPER STEP FLASHING TO
PROVIDE AWATERTIGHT SEAL. INSTALL PER
FLASHING TO PROVIDE AWATERTIGHT SEAL.
INSTALL PER SMACNA RECOMMENDATIONS.
4'-0" HIGH "MROUGHT IRON" FENCE, PONDER
COATED WHITE.

SMACNA RECOMMENDATIONS.
CONTINUOUS WALL TO ROOF COPPER "L"
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0011. CONTRACTOR TO PROVIDE DRAW DOWN

SAMPLE TO ARCHITECT FOR APPROVAL.
'SUGAR DUST', COLOR IS #0011. CONTRACTOR

TO PROVYIDE DRAW DOWN SAMPLE TO

ARCHITECT FOR APPROVAL.
"LANDMARK" SERIES 'BURNT SIENNA'. INSTALL

COBBLEFIELD "DESERT BLEND". INSTALL PER
MANUFACTURER'S SPECIFICATIONS.
PRE-CAST STONE CAP. INSTALL PER
MANUFACTURER'S SPECIFICATIONS.

12" SQUARE WOOD COLUMN, PAINTED WITH
"MILLER PAINT", 'SUGAR DUST', COLOR IS #
WOOD TRELLIS. PAINTED WITH "MILLER PAINT",
"CERTAINTEED" COMPOSITION ROOFING.

PER MANUFACTURER'S SPECIFICATIONS.
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[5] STONE VENEER SYSTEM. CULTURED STONE,
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PAINTED WITH "MILLER PAINT", 'GOLD STRAND',
COLOR IS #0612. CONTRACTOR TO PROVIDE
DRAW DONWN SAMPLE TO ARCHITECT FOR

APPROVAL.
FIBER CEMENT DOOR / WINDOW TRIM, FASCIA

BOARDS, CORNER BOARDS AND EAVES /
SOFFITS, PAINTED WITH "MILLER PAINT",
'SUGAR DUST', COLOR IS #0011. CONTRACTOR

TO PROVIDE DRAW DOWN SAMPLE TO

FIBER CEMENT BOARD & BATT SIDING, BATTS
ARCHITECT FOR APPROVAL.

LOCATED @16" O.C., PAINTED WITH "MILLER

PAINT", 'GOLD STRAND', COLOR IS #0612.
8" FIBER CEMENT, HORIZONTAL LAP SIDING,

CONTRACTOR TO PROVIDE DRAW DONN
SAMPLE TO ARCHITECT FOR APPROVAL.
"ALLURA" FIBER CEMENT, SHINGLE SIDING,
CEDAR. INSTALL PER MANUFACTURER'S
SPECIFICATIONS.
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ELEVATION KEYED NOTES
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REAR ELEVATION

SCALE: 1/4"=1"-0"
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LEFT SIDE ELEVATION

SCALE: 1/4"=1"-0"



